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Anatomy of a Web Transaction
What'sina URL?
+ http://www.userblue.org:80/sanfran/index.html
o Http:// gopher, ftp, http, https- protocol
+ www.userblue.org:80/
+ Request template

+ sanfran/index.html

+ Methods
+ Get and post

¢ URL means Universal Record Locator
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Anatomy of a Web Transaction

* User enters URL (server waiting for regs)
# Client does dnslookup to find out server ip
+ Client connects TCP/IP to server

+ Client sends http request

¢ Server analyses the request, reads file from
local storage, sends mime header (i.e.
text/html) and then the text

+ Server may do adnslookup

+ Server makesalog entry of the get

+ Client formats according to mime header

« Each gif, animation, etc is a separate get
@ + Each get is a separate request
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Web Server Parameters 1

+ Indexing no
& ServerType
¢ Standalone or inetd standalone
+ MinSpareServers 5
¢ Max SpareSarvers 10
¢ HARD_SERVER_LIMIT in http.h is 256
* SatServers 5
¢ MaxClients 150
¢ max concurrent threads/children
@ + MaxRequestsPerChild 30
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Web Server Parameters 2

+ Timeout
+ Wait on get, post, put, acks 300
¢ Log Types
& Referrer
* Agent
& Access/transfer
& Error
¢ Combined
« Scriptlog
L 2 Logscan now go to separate Iogs orto
syslog
+ Put logsin their own filesystem and on their

@ own disksin abusy system
rcies consun®, ONY keep logs you actually will use

Web Server Parameters 3

o LogLevel

& Emerg - Emergencies - system is unusable

o Alert - Action must be taken immediately

& Crit - Critical Conditions

« Error - Error Conditions

¢ Warn— Warning Conditions

+ Notice — Normal but significant conditions

# Info - Informational

+ Debug — Debug level messages

+ Use debug when testing, info or warn the

@ rest of the time
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Webh Server Parameters 4

+ Keepdive (http 1.1)
& On/off on

« Provides for persistent connections and up to 50%
latency speedup for html with many images

+ MaxKeepAliveRequests 100
« Puts alimit on so that this connection cannot hog server
resources
+ KeepAliveTimeout 15

« Time to wait between requests before closing a
persistent session
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Web Server Parameters 5

+ Hostnamelookups

& Off
¢ On
¢ Double

o |f setting thison on abusy server consider putting a
local DNS server on the system

+ Can turn hostname lookups off inside of
server_status and other directives asfollows:

+ Hostnamel ookups of f

. <Files~"\.(html|cgi)$">

. Hostnamel ookups on

. </Files>

@ + Leave off and use logresolve to postprocess the logs
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Web Server Parameters 6

+ http://www.userblue.org vs
http://www.userblue.org/

+ FollowSymLinksand
SymLinkslfOwnerMatch
< If not on it causes multiple Isstat commands if use short and
long URLs
« http://www.abc.com

« http://www.abc.com/htdocs/
« http://www.abc.com/htdocs/index.html

o |sstat results are not cached
¢ Use FollowSymLinks only

¢ AllowOverride

& Set to none or Apache will try to open the default password

file (usually .htaccess) every time you try to access this
directory 10
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Security

+ No security
+ Basc
& Password & data clear text
+ Digest
¢ MD5 — only data clear text
¢ SSL
+ Indexing
+ Robots.txt and spiders/web crawlers
+ Time Synchronization

@ & Use NTP or similar
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Network Parameters (Al X)

+ Values set by no
¢ Specificaly TCP send and receive spaces

& Watch mbufs
+ Watch transmit and receive queue sizes for

the adapters
« 100mb or faster is better
¢ SP
& Look at rpoolsize and spoolsize on ¢ssO if high speed
switch
o |sattr —E—| entO
o |sattr -E— cs0
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no Settings

Sarting point for AIX with 200mb network

Put in /etc/rc.tune or rc.local and add to inittab
On SP thisis tuning.cust

System Parameters
(AIX starting point)

& maxuproc |sattr —-E - sysO
& Increase drastically from 40 to 1000 or 2000
+ Server forks/spawns subprocesses for each connection

* minperm 10%
* maxperm 50%
+ maxrandwrt 32 4kb pages
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o thewall 262096kb
+ H max 1310720bytes
* rfcl323 1
* tcp sendspace 655360
+ tcp_recvspace 655360
& udp_recvspace 655360
& udp_sendspace 1310720

@ o Make sure sb_max and pools are in 4096

 retos consutting byte multiples 1
Other

+ Runonly onelog analyzer
+ Movelogselsewhere and postprocess
+ Schedule backups carefully

+ Usel/O pacing when running backups
+ chdev -] sysO —a maxpout =17 —a minpout=12
+ Run the backup
+ chdev - sysO —a minpout=0
+ chdev - sys0 —a maxpout =0
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Scalability — Redirectors
DNS

+ Round-robin DNS

# Xyz.com has severd ip addresses

+ Noideaif server is up or overloaded

+ DNS changes propagate dowly so must use
TTL=0

o All serverstreated equally

+ Can apply weightsto the entriesif usng MX
records

& Max of 32 entries per record
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Scalability — Redirectors - Hardware

+ Usesablack box to redirect sessions
+ DNS pointsto the black box
+ Redirector analyzes request against its table of
mappings
+ Maintainsinfo on
« Server response time
« Network utilization
& Application mix
+ Detectsfailed servers and marks as unavailable
+ Allows transparent del etes/adds of servers and services
+ Some use MD5 or ACLsto reduce DOS
+ Hardware changes may be needed to add protocols
|P headers rewritten using NAT =
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Scalability — Redirectors - Software

+ Uses software on one or more systemsto redirect
sessions
+ DNS points to the systems
+ Redirector analyzes request againgt its table of
mappings
+ Maintainsinfo on
+ Server response time, Network utilization, Application mix

& Metrics — CPU, network traffic, memory, 1/O ....
¢ Load balancing at the IP or URL level

o Detectsfailed servers and marks as unavailable

+ Servers can be chosen using Ping Triangulation rather
than current load — |.e. can balance by proximity or
load

@o Allows transparent deletes/adds of servers & services
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Scalability — Redirectors - Software

+ All control packets authenticated
+ Uses UDP for performance between agents and controller
+ Protocol changes do not need hardware changes

+ Supports TCP and UDP applicationsincluding NNTP,
pop3, SMTP, telnet, http, SSL, FTP .....

+ Packets are not modified

+ Only inbound client-to-server requests are monitored
+ Outbound traffic goes directly from server to client
+ Copeswsdll with heterogeneous systems

+ Allowsdynamic reallocation of servicesplusavery quick
@/ay to increase server capacity
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Other points to remember

+ High speed private network to backend servers
o Application servers
+ Reporting servers
+ Authentication and/or Authorization servers
# Business Logic servers
o Database servers .......
« Backups
o Timing
+ Don't forget to plan for capacity on the backup
server
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Program Design

+ Optimization & compiler options
+ Languages
¢ Compiled - C and C++
« Interpreted — perl, Java & Javascript
# File Locking
¢ Where are the resources used

& Javascript — on the client
¢ C, perl, Java — on the server
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|mages
+ Specify width & height

& <a href="http://www.circle4.com/jaqui/” > <img src="jaqui.gif” alt="my
photo” width=100 height=50> </a>

¢ Reserves the space on the page and loads the picture later - otherwise
you wait

+ Providetext only optionsfor dia users (alt=" ")
+ Keep images smal (<25k)
+ Thumbnails for large images
+ Don't use the same physical image with a different width and hei ght
+ Flag thumbnails with the real image size and use them
to represent large images
+ Saveasqif89a - limits size (jpgs are better for photo

quality)
@o Have only asmall number per page
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Soecial Effects 1/2

+ Never on the home page
+ Use cycles on your server

+ Don't use cycles on the users system

+ Can aso perform badly here and make your system
look bad

< You have no control over the client and thus
performance

+ Generdly Java based - may not work properly
onall browsers

+ Peopleturn off Java& Javascript so make them

@ optional
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Special Effects 2/2

+ Tend to distract people from your message
+ Blink annoyspeople

+ Dissolves, fades, etc look different depending on the
meachine and the browser

¢ Pagesload dower with animations and will just Sit there
blank

+ Animationsdon’t et you scroll while they areloading

+ Pages don’t load properly so the red loading light
doesn’'t go out
+ Animations are the closest thing the web hasto viruses

If it important enough to merit space on your server
@then let them read it in peacel
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Other things that
really eat bandwidth

+ Audio
¢ Realaudio & realplayer
+ Netphone
+ Napster and other mp3 sharing programs
+ Video
« Flag the video with the size
+ Realvideo, CU-seeme
« Error checking
+ Turn off debug options & open of stderr
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Summary

+ Aboveall use commonsense!!

+ Plan ahead for the timing of system tasks

¢ Keep it smple

+ Basic tweaking of system parameters can make
ahuge difference

+ Any questions?
+ Emalil - jagui@circled.com
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